
"Quality manufactured server 
racks to British & EU standards"

 Most popular model in the 
market.

 Toughened glass front door.

 1/3 assembled original volume 
when flat-packed.

 Reliable and rigid construction 
ensure over 60KG static

 loading capacity.

 Commercial SPCC Cold rolled 
steel

 Fully constructed or flat pack 
options for shipping 

KWR-6509 
9U Wall mounted cabinet

Designed to house rack mount equipment for cabling, telecommunications, IT, 
industrial and home installations, PDUeX KWR series is supplied flat-packed, 
which eases access to the installation site while reducing logistics costsand 
providing greater protection during transit.

PDUeX cabinet series wall mounted cabinet is of perfect structure, and 
extremely easy for assembling, it only takes 5 minutes for a skillful person to 
assemble a whole cabinet.

Top cover with fans (optional)

120mm x 120mm fans 
can be per-installed on 
the top cover.

Quick door installation

L-shaped spring pin make it 
fast to install front door to the 
frame and easily to change 
door opening direction.

Removable side panel 
Removable side panel 
simplifies your installation 
of accessories and 
monitoring of lT 
Equipment.

Easy cable entry
Cable entry points on both 
the top and bottom panels

Dimensions:
9U Wall mounted cabinet 
600mm x 500mm x 500mm

Packed ready built unit 
615mm x 510mm x 515mm 
Volume = 0.162 m3

Knocked down packed unit 
615mm x 520mm x 250mm 
Volume = 0.080 m3



KWR wall mounted cabinet sizes

Popular rack/cabinet accessories (optional) 

KWB-IEC8HCLICK
8 way lockable IEC C13 horizontal PDU

KWB-1UBLANK
1U blanking plate for 19" rack

KWB-PATCH24P
1U CAT6 24 port patch panel for 19" rack
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